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D

Matchcode 253T100028SK
Matchcode

Bezeichnung 1 253 T 100 02 8 SK
Designation 1

Artikelgruppe Serie 253 - 8 SK
Article group

Basismengeneinheit Stk

Base quantityunit

Gewicht 0.44 kg

Weight

Raddurchmesser 100 mm

Wheel diameter

Tragfahigkeit 80 kg

Load capacity

exploring for people

Northcomp GmbH
Industriegebiet West 2

Bauhthe
Overall height

Rickenloch Durchmesser

Back hole diameter

Ausélend?
Oiling out?

hasRohs
hasRohs

Fadenschutz
Thread protection

Hitzebestandigkeit
Heatresistance

Gabelkopf
Clevis

radius
radius

Heinrich-Schicht-Strafle 9
D-42499 Hickeswagen

122 mm Farbe Rad
Colour wheel

10,2 mm Farbe Geh&use
Colour housing

1 Radbreite
Wheel width

1 Material Laufflache

Tread material

- Material Gehduse
Housing material

- Lager
Warehouse

doppelreihiger KugelkrFeststeller
Locking device

Laufflache Shore
Running surface Shore

34 mm

www.northcomp.com
infol@northcomp.com

transparent

verzinkt

25 mm
Polyurethanbandage
Stahlblech
Kugellager
Totalfeststeller

85
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RX 18 - 20 inkL. RX 32 - 35 inkl. 110x90 VX 21 - 23 inkl. VX 37 - 40 inkl. 110x90
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