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Spezifikationen

Specifications

1D 201312 Plattengrofie 60x60 mm Radbreite 23 mm

1D Plate size Wheel width

Matchcode 253T75708ALU Ausolend? 1 Schraubloch Durchmesser 6 mm
Matchcode Oiling out? Screw hole diameter

Bezeichnung 1 253T75708A hasRohs 1 Material Laufflache Aluminium
Designation 1 hasRohs Tread material

Artikelgruppe Serie 253 -8 A Fadenschutz - Material Gehause Stahlblech
Article group Thread protection Housing material

Basismengeneinheit Stk Hitzebestandigkeit - Lager Gleitlager
Base quantityunit Heatresistance Warehouse

Gewicht 0.49 kg Gabelkopf doppelreihiger KugelkiFeststeller Totalfeststeller
Weight Clevis Locking device

Raddurchmesser 75 mm radius 28 mm minimale Schraubloch-Entfer 38x38 mm
Wheel diameter radius Minimal screw hole removal

Tragfahigkeit 60 kg Farbe Rad schwarz maximale Schraubloch-Entfe  46x46 mm
Load capacity Colour wheel Maximum screw hole distanc

Bauhdhe 100 mm Farbe Gehaduse beschichtet Laufflache Shore 85

Overall height Colour housing Running surface Shore

Heinrich-Schicht-Strafle 9
D-42499 Hickeswagen
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